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FRISTOM is an international manufacturer of lighting and electrical 
wiring systems for the automotive industry, present on the market since 
1995. From the very beginning, we have consistently developed our 
competencies, technologies, and product range, delivering solutions 
appreciated by customers across Europe and in many international 
markets.
We specialize in the design and production of modern lighting 
and electrical systems for trailers, semi-trailers, and commercial 
vehicles. Our products are used in heavy transport, logistics, agriculture, 
municipal services, as well as in privately used vehicles. We cooperate 
with both vehicle manufacturers and distribution networks, as well as 
commercial partners in domestic and international markets.
The strength of FRISTOM lies in the combination of many years of 
experience with a modern approach to production. We use advanced 
technologies and fully automated processes, ensuring high quality, 
repeatability, and reliability of our products. Each product is created 
with attention to the smallest details, using carefully selected materials 
and a modern machinery park.
Our priority is to create solutions that respond to real market needs and 
meet the highest standards of quality and safety. This is confirmed by 
the ISO 9001:2015 certification, as well as approvals and certificates 
required in the automotive industry, including EMC certification for the 
lighting we offer.

Why FRISTOM?

We provide a comprehensive range of solutions for 12V trailer 
electrical systems — from rear and marker lights, through license 
plate lighting, to complete electrical wiring harnesses.
Thanks to the technical knowledge and experience of our team, we 
help select solutions that comply with applicable regulations and 
individual customer requirements.
FRISTOM stands for quality, technology, and partnership trusted by 
companies in many markets worldwide.

... all you need is light... all you need is light... all you need is light... all you need is light

CERTIFICATE

The scope of certification:

FRISTOM Sp. z o.o. Sp. k.
ul.Przemysłowa 5
86-014 Sicienko

the place of the leadership of the activity:
8 65 Lisi Ogon; ul.6-0 Usługowa 5

86-014 Sicienko; ul.Przemysłowa 3-5,11

Design, production and sale of car lights,
reflecting devices and other plastic products.

dr inż. Patrycjusz Stoma
Prezes Q&R Polska Sp. z o.o.

Q&R Polska Sp. z. o.o certifies that the certified organization introduced and makes use 
of quality management system according to the requirements of :  

Conceded to the organization:

Certificate given by: Q&R Polska Sp. z o.o. , ul. Jagiellońska 2d, 20-806 Lublin, Poland
Certificate ver.: 8.0 EN, date 18.01.2024 

Date of first certification:

Certificate valid :ity until

Certificate number: Q&R_508

22. 12. 2014

17. 01. 2027

Certificat  :e validity from 18. 01. 2024

ISO 9001:2015
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GASKETGASKET

Makes it easier to tighten the nut. Nut  
seals the connection between the col-
lar of the shielding sleeve and the collar  
of the plug core.

O-RINGO-RING

Silicone sealing resistant not only to  
demanding weather conditions but also 
salinity and oils.

CLAMP BANDCLAMP BAND

used in the automotive industry, it is 
clamped automatically, which always 
guarantees the same clamping force.

COVER SLEEVECOVER SLEEVE

Made of flexible and durable material 
called elastomer TPE-S. Characterized  
not only by good flexibility at low tem-
peratures but also good aging properties.

NUTNUT

ergonomically shaped, allows for a secure 
grip and easy fastening on the bayonet 
socket. Clasp revision makes it possible to 
check whether the nut has been fastened 
correctly. Correctness of the clasp also 
heard through the so-called ”Click”. The 
guidance of the dowel pins facilitates the 
fastening nuts.

PLUG CORE PLUG CORE 

Equipped with a pressure collar assuring 
equal sealing pressure on the O-ring. 

BAYONET connector
IP 69

NEWNEW

Vehicle lighting manufacturer
www.fristom.com

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

TYP-IA 12V

L1 L2

5 x 0,50 m
m

2

4 x 0,50 m
m
2
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FT-270 LED

Power consumption:
- rear running light 
 + number plate light:  12V = 0.1A 12V = 0.4A
- version without 
 number plate light:  12V = 0.05A 12V = 0.35A
- STOP light:  12V = 0.2A 12V = 0.4A
- indicator:  12V = 0.2A 12V = 1.25A
- reversing light:  12V = 0.2A 12V = 0.35A
- fog light:  12V = 0.2A 12V = 0.4A

Power consumption / Rated power:
- rear running light 
 + number plate light:  12V = 1.2W 12V = 5W
- version without 
 number plate light:  12V = 0.6W 12V = 4W
- STOP light:  12V = 2.4W 12V = 5W
- indicator:  12V = 2.4W 12V = 15W
- reversing light:  12V = 2.4W 12V = 4W
- fog light:  12V = 2.4W 12V = 5W

FT-270 LED FT-270 LED 
with light control system 

– system CANBUS

ONE lamp,
TWO faces!

A NEW LAMP available with LIGHT CONTROL SYSTEM.

Vehicle lighting manufacturer

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

TYP-IB12V

L1 L2

5 x 0,50 m
m

2

5 x 0,50 m
m
2 •   rear running light

• number plate light
• STOP light
• indicator
 • fog light (depending on the version)
• reversing light (depending on the version) 
• reflector (triangle)

5-functional universal LED lamp

FUNCTIONS:l a m p s
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3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

www.fristom.com

FT-122 LED

Vehicle lighting manufacturer

L1 L2

 4 x 0,50 m
m

2

4 x 0,50 m
m
2

TYP-IC12V

25

Power consumption:
- rear position light: 12V/24V = 0,06A/0,06A
- STOP light: 12V/24V = 0,08A/0,08A
- indicator: 12V/24V = 0,08A/0,08A

Power consumption / Rated power:
- rear position light: 12V/24V = 0,75W/1,5W
- STOP light: 12V/24V = 1W/2W
- indicator: 12V/24V = 1W/2W

•  rear position light 
•	 STOP light
•	 indicator

3-functional universal LED rear lamp

FUNCTIONS:l a m p s
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4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

www.fristom.com

Vehicle lighting manufacturer

LAMP COVERS m a l l

The tail lamp cover is primarily used to protect the lamp’s electrical connector with an electric 
bundle against harmful weather conditions such as: water, mud or road salt in winter conditions. 
The cover is made of high quality material, making it extremely durable.
Application of this product:
•  will significantly extend the life of the lamp connector
•  it will allow you to hide the excess wire inside the cover.
It can be mounted with rear lamps with mounting bolt spacing 150–152mm. 
For Fristom lamps with Bayonet or AMP connector you can list the following products:

  FT-277 LED FT-230 LED FT-270 LED FT-170 LED
  FT-130 LED FT-077 FT-088 FT-089
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TYP-IIA12V

2 x 0,75 m
m

2

L1L3 L2

5 x 0,50 m
m

2

4 x 0,50 m
m
2
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4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

FT-230 PM LED DI

FT-230 COF LED DI

FT-230 LED

www.fristom.com

Vehicle lighting manufacturerTYP-IIB 12V

2 x 0,75 m
m

2

L1L3 L2

5 x 0,50 m
m

2

5 x 0,50 m
m
2

Power consumption:
- rear running light + number plate light: 12V/24V = 0.12A/0.12A
- STOP light: 12V/24V = 0.12A/0.12A
- indicator: 12V/24V = 0.35A/0.35A
- reversing light: 12V/24V = 0.22A/0.22A
- fog light: 12V/24V = 0.16A/0.16A

Power consumption / Rated power: 
- rear running light + number plate light: 12V/24V = 1.5W/3W
- STOP light: 12V/24V = 1.5W/3W
- indicator: 12V/24V = 4.5W/9W
- reversing light: 12V/24V = 2.8W/5.5W
- fog light: 12V/24V = 2W/4W

•  rear running light
• number plate light homologated on an universal performance 
  34.4 mm<<X>>102.2 mm; version NT – has no function of number plate light
• STOP light
• indicator
• reversing light (version COF), or fog light (version PM)
• reflector

 6-functional LED rear lamp

FUNCTIONS:l a m p s
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TYP-IIC12V

2 x 0,75 m
m

2

L1L3 L2

4 x 0,50 m
m

2

4 x 0,50 m
m
2

12V

SYSTEM

CANBUS

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

3-FUNCTIONAL3-FUNCTIONAL UNIVERSAL LED  UNIVERSAL LED 
REAR LAMPREAR LAMP

www.fristom.com

Vehicle lighting manufacturer

Power consumption:
- rear position light: 12V – 0.5A
- STOP light: 12V – 0.5A
- indicator: 12V – 1.2A

Power consumption / Rated power:
- rear position light: 12V – 6W
- STOP light: 12V – 6W
- indicator: 12V – 15W

•  rear position light 
• STOP light
• indicator
• number plate light - bottom (depending on the version*)
• reflector (triangle) kat. IIIA

 3-functional LED rear lamp

FUNCTIONS:l a m p s

FT-371 LED
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Power consumption:
- rear running light + number plate light – 12V/ 24V = 0.25A/ 0.2A
- STOP light – 12V/ 24V = 0.08A/0.08A
- indicator – 12V/ 24V = 0.12A/0.12A
- reversing light – 12V/ 24V = 0.2A/ 0.1A
- fog light – 12V/ 24V = 0.15A/ 0.08A

Power consumption / Rated power:
- rear running light + number plate light – 12/ 24V = 3W/ 5W
- STOP light – 12V/ 24V = 1W/ 2W
- indicator – 12V/ 24V = 1.5W/ 3W
- reversing light – 12/ 24V = 2.5W/2.5W
- fog light – 12V/ 24V = 2W/2W

•  rear running light
• number plate light
• STOP light
• indicator
• fog light
• reflector
• reversing light

7-functional universal LED lamp

www.fristom.com

Vehicle lighting manufacturer

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

FT-170 LED

TYP-IIIA12V

2 x 0,75 m
m

2

2 x 0,75 m
m

2

L1L3 L4L2

5 x 0,50 m
m

2

4 x 0,50 m
m
2

FUNCTIONS:l a m p s
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Power consumption:
- rear running light + number plate light – 12V/ 24V = 0.25/ 0.21A
- STOP light – 12V/ 24V = 0.08A/0.08A
- indicator – 12V/ 24V = 0.11A/0.11A
- fog light – 12V/ 24V = 0.12A/ 0.6A
- reversing light – 12V/ 24V = 0.28A/ 0.14A

Power consumption / Rated power:
- rear running light + number plate light – 12/ 24V = 3W/ 5W
- STOP light –12V/ 24V = 1W/ 2W
- indicator – 12V/ 24V = 1.5W/ 3W
- fog light – 12V/ 24V = 1.5W/1.5W
- reversing light – 12/ 24V = 3.5W/3.5W

•  rear running light
•	 number plate light homologated on an universal performance
  34.4 mm<<X>>102.2 mm
•	 STOP light
•	 indicator
•	 fog light (FT-130 PM LED) or reversing (FT-130 COF LED) 
   light (depending on the product version)
•	 reflector

6-functional universal LED rear lamp

TYP-IIIB12V

2 x 0,75 m
m

2

2 x 0,75 m
m

2

L1L3 L4L2

5 x 0,50 m
m

2

5 x 0,50 m
m
2

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

FT-130 LED

www.fristom.com

Vehicle lighting manufacturer

necessary plug space

stop

reversing

ground
rear position 
registration plate

reference

rear direction

FUNCTIONS:l a m p s
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Vehicle lighting manufacturerTYP-IIIC 12V

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

2 x 0,75 m
m

2

2 x 0,75 m
m

2

L1L3 L4L2

4 x 0,50 m
m

2

4 x 0,50 m
m
2
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FT-356 LED

- front running light: A1
- front indicator light: kat.1
- side indicator light: kat.5

Power consumption:
- front running light A1: 12V/24V = 0.04A/0.04A
- indicator kat.1: 12V/24V = 0.42A/0.2A
- indicator kat.5: 12V/24V = 0.03A/0.03A
- indicator kat.1 + kat.5: 12V/24V = 0.45A/0.23A 

Power consumption / Rated power:
- front running light A1: 12V/24V = 0.5W/1W
- indicator kat.1: 12V/24V = 5W/5W
- indicator kat.5: 12V/24V = 0.5W/0.5W
- indicator kat.1 + kat.5: 12V/24V = 5.5W/5.5

2-functional LED rear lamp

The basic versions of the lamps are mounted on flat surface 
using mounting screws. It is possible to purchase a housing 
for recessed mounting or a bracket for side mounting.
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6 PIN  BAYONET

• rear running light
• STOP light
• indicator
• reversing light
• fog light
• reflector

6-functional LED rear lamp

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
REVERSING LIGHT

www.fristom.com

Vehicle lighting manufacturer

L1 L2

5 x 0,50 m
m

2

5 x 0,50 m
m
2

TYP-IV 12V

FT-277 LED

ONE lamp,
TWO faces!

A NEW LAMP available with LIGHT CONTROL SYSTEM.

Power consumption:

- rear running light:          12V = 0,05A 24V = 0,05A 12V = 0,4A
- STOP light:         12V = 0,2A 24V = 0,2A 12V = 0,4A
- indicator:          12V = 0,3A 24V = 0,2A 12V = 1,25A
- reversing light:          12V = 0,13A 24V = 0,1A 12V = 0,35A
- fog light:          12V = 0,25A 24V = 0,2A 12V = 0,4A

Power consumption / Rated power:

- rear running light:         12V = 0,5W 24V = 1,2W 12V = 5W
- STOP light:         12V = 2,3W 24V = 2,3W 12V = 5W
- indicator:          12V = 3,6W 24V = 4,2W 12V = 15W 
- reversing light:          12V = 1,6W 24V = 3W 12V = 4W
- fog light:          12V = 2,7W 24V = 4,2W 12V = 5W

FT-277 LED (12V) FT-277 LED (24V) FT-277 LED O 
with light control system 

– system CANBUS

FUNCTIONS:l a m p s
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TYP-V 12V

L1L3 L2

5 x 0,50 m
m

2

5 x 0,50 m
m
2

2 x 0,75 m
m

2

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
REVERSING LIGHT

www.fristom.com

Producent lamp samochodowych

indicator

STOP light

rear position light
FT-213 LED

The lamp depth is only 35 mm
Dynamic indicator
Crystal-like position light

In the lamp it has been used an innovative
position light that imitates microcrystals.
This solution creates the illusion of living light,
even while looking at the lamp from different angles.

Power consumption:
- rear position light : 12V/24V = 0.05A/0.05A
- STOP light: 12V/24V = 0.2A/0.2A
- indicator: 12V/24V = 0.35A/0.35A

Power consumption / Rated power:
- rear position light : 12V/24V = 0.6W/1.2W
- STOP light: 12V/24V = 2.5W/5W
- indicator: 12V/24V = 4.5W/9W

•  rear position light 
• STOP light
• indicator

3-functional LED rear lamp

www.fristom.com

Vehicle lighting manufacturer

FUNCTIONS:l a m p s
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L1L3 L4L2

5 x 0,50 m
m

2

5 x 0,50 m
m
2

2 x 0,75 m
m

2

2 x 0,75 m
m

2

TYP-VI 12V

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
REVERSING LIGHT

www.fristom.com

Vehicle lighting manufacturer

FT-355 LED

- rear position light: R1
- STOP light: S1
- ndicator: 2A

Power consumption:
- rear position light: 12V/24V = 0,05A/0,06A
- STOP light: 12V/24V = 0,35A/0,2A
- indicator: 12V/24V = 0,12A/0,06A

Power consumption / Rated power:
- rear position light: 12V/24V = 0,6W/1,5W
- STOP light: 12V/24V = 4,5W/5,0W
- indicator: 12V/24V = 1,5W/1,5W 

3-funkcyjna tylna lampa typu LED
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The basic versions of the lamps are mounted on flat surface 
using mounting screws. It is possible to purchase a housing 
for recessed mounting or a bracket for side mounting.
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FT-264 LED

TYP-XV-12V

L1 L2

6 x 0,50 m
m

2

5 x 0,50 m
m
2

5-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT
REVERSING LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
REVERSING LIGHT

www.fristom.com

Vehicle lighting manufacturer

LICENSE PLATE FRAME 
WITH LED LIGHTING

Universal license plate frame.
Designed for wide application – suitable for passenger cars, vans, trucks, 
trailers, recovery vehicles, 
agricultural machinery, and even bicycle racks.
The frame with integrated license plate lighting
is easy to install.
The rear latch allows effortless license plate replacement.
An ideal solution for trailer, semi-trailer, 
and recovery vehicle manufacturers.
Thanks to our solution, you save both time and money.
The built-in LEDs not only illuminate the license plate 
in compliance with regulations but also significantly 
improve visibility during night driving.

Key product features:
- Universal application
- Integrated LED lighting
- High brightness
- Easy installation
- Durable material 

Power consumption: 12V/24V = 0.1A/0.1A
Power consumption / Rated power: 12V/24V = 1.2W/2.4W
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FT-610 LED

5-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT
REVERSING LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
REVERSING LIGHT

www.fristom.com

Vehicle lighting manufacturer

M6

INTELLIGENT STOP LIGHT
As a new trend on the market the lamp  
uses intelligent STOP light technology.
When the fog light is on, the STOP function  
beams partly to meet requirements for approval.

FT-610 LED
(version for trailer)L1L3 L4L2

6 x 0,50 m
m

2

5 x 0,50 m
m
2

2 x 0,75 m
m

2

2 x 0,75 m
m

2

TYP-XV2-12V

Power consumption:
- rear running light + number plate light: 12V/24V = 0.2A/0.2A
- STOP light: 12V/24V = 0.3A/0.3A
- indicator: 12V/24V = 0.85A/0.85A
- reversing light: 12V/24V = 0.2A/0.25A
- fog light: 12V/24V = 0.15A/0.15A

Power consumption / Rated power:
- rear running light + number plate light: 12V/24V = 2.5W/5W
- STOP light: 12V/24V = 4W/8W
- indicator: 12V/24V = 10W/20W
- reversing light: 12V/24V = 2.5W/6W
- fog light: 12V/24V = 2W/4W

• rear running light 
• number plate light (bottom)
• STOP light 
• indicator 
• reversing light 
• fog light 
• reflector

7-functional universal LED lamp

FUNCTIONS:l a m p s
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TYP-XVI 12V

L1 L2

6 x 0,50 m
m

2

6 x 0,50 m
m
2

5-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT
REVERSING LIGHT

5-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT
REVERSING LIGHT

FT-372 LED

FUNCTIONS:l a m p
• rear running light
• number plate light
• STOP light
• indicator
• fog light
• reflector
• reversing light

7-functional LED lamp

Power consumption:
- rear running light + number plate light: 12V/24V = 0.25A /0.15A
- STOP light: 12V/24V = 0.15A / 0.08A
- indicator: 12V/24V = 0.2A / 0.1A
- reversing light: 12V/24V = 0.2A / 0.1A
- fog light: 12V/24V = 0.2A / 0.1A
- version without number plate light: 12V/24V = 0.2A /0.1A

Power consumption / Rated power:
- rear running light + number plate light: 12V/24V = 3W / 3.6W
- STOP light: 12V/24V = 2W / 2W
- indicator: 12V/24V = 2.4W / 2.4W
- reversing light: 12V/24V = 2.4W / 2.4W
- fog light: 12V/24V = 2.4W / 2.4W
- version without number plate light: 12V/24V = 2.4W / 2.4W

www.fristom.com

Vehicle lighting manufacturer
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L1L3 L4L2

6 x 0,50 m
m

2

6 x 0,50 m
m
2

2 x 0,75 m
m

2

2 x 0,75 m
m

2

TYP-XVI2-12V

5-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT
REVERSING LIGHT

5-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT
REVERSING LIGHT

FT-370 LED

55 40 40 55

152 152

M6

53,5

15 14
0

240

top

LHD RHD

FT-370 LED FT-370 LED O 
with light control system 

– system CANBUS

LIGHT CONTROL SYSTEM

ONE lamp,
TWO faces!

www.fristom.com

Vehicle lighting manufacturer

Power consumption:
-	rear running light:                                        12V/24V – 0.1A/0.1A	 12V = 0.4A
 -STOP light:                                                       12V/24V – 0.15A/0.08A	 12V = 0.55A
-	 indicator:                                                          12V/24V – 0.3A/0.3A	 12V = 1.2A
-	reversing light:                                               12V/24V – 0.2A/0.1A	 12V = 0.3A
-	fog light:                                                           12V/24V – 0.3A/0.15A	 12V = 0.3A

Power consumption / Rated power:
-	rear running light:                                          12V/24V – 1.5W/3W	 12V = 5W
-	STOP light:                                                        12V/24V – 2W/2.2W	 12V = 7W
-	 indicator:                                                            12V/24V – 4W/8W	 12V = 15W  
-	reversing light:                                                 12V/24V – 3W/3.2W	 12V = 4W
-	fog light:                                                            12V/24V – 4W/4.2W	 12V = 4W

•  śrear running light
•	 STOP light
•	 indicator
•	 fog light
•	 reversing light
•	 number plate light (depending on the version)
•	 reflector (triangle) kat. IIIA

7-functional LED lamp

FT-370 LED O

FUNCTIONS:l a m p
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4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

FT-222 LED

www.fristom.com

Vehicle lighting manufacturerTYP-XI-12V

L2

6 x 0,75 + 1 x 1,00 m
m

2

L1

4 x 0,75 mm2

Power consumption: 
- rear position light + license plate light: 12V = 0.1A
- version without number plate light: 12V = 0.05A
- STOP light 12V = 0.2A
- indicator 12V = 0.2A

Power consumption / Rated power:
- rear position light + license plate light: 12V = 1.2W
- version without number plate light: 12V = 0.6W
- STOP light 12V = 2.4W
- indicator 12V = 2.4W

• rear position light
• number plate light
• STOP light
• indicator

7-functional LED lamp

FUNCTIONS:l a m p
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3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

www.fristom.com

Vehicle lighting manufacturerTYP-XI112V

L2

6 x 0,75 + 1 x 1,00 m
m

2

L1

4 x 0,75 mm2

2 x 0,75 m
m

2

FT-078 LED

Power consumption:
• front clearance light: 12V/24V = 0,055A/0,055A
• rear clearance light: 12V/24V = 0,165A/0,165A
• side clearance light: 12V/24V = 0,055A/0,055A

Power consumption / Rated power:
• front clearance light: 12V/24V = 0,7W/1,4W 
• rear clearance light: 12V/24V = 2W/4W
• side clearance light: 12V/24V = 0,7W/1,4W 

• clearance ligh

2-functional LED lamp
             

Depending on the light color:
• front clearance light – white
• rear clearance light – red
• side clearance light – yellow

• Vertical / horizontal approval

FUNCTIONS:l a m p

SET CONTAINS:
- side marker lamp 
- flat mounting pad
- angled bracket
- mounting screws
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TYP-XIA12V

L1

4 x 0,50 mm2

6 x 0,50 + 1 x 1,00 m
m

2

L2

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

www.fristom.com

Vehicle lighting manufacturer

Power consumption:
- rear running light: 12V/24V = 0.1A/0.1A
- STOP light: 12V/24V = 0.2A/0.2A
- indicator: 12V/24V = 0.35A/0.35A

Power consumption (rated power):
- rear running light: 12V/24V = 1.5W/3W
- STOP light: 12V/24V = 2.5W/5W
- indicator: 12V/24V = 4.5W/9W

• rear running light
- STOP light
- indicator

3-functional LED lamp

FT-320 LED

FUNCTIONS:l a m p
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TYP-XI1A12V

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

3-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR

TYP-XII- 12V

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

L1

5 x 0,50 mm2

7 x 0,75 + 1 x 1,00 m
m

2

L2
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TYP-XII112V

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

5-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
REVERSING LIGHT

2 x 0,75 m
m

2

L1

5 x 0,50 mm2

7 x 0,75 + 1 x 1,00 m
m

2

L2

TYP-XIXA 12V

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

4-FUNCTIONAL LAMP:
STOP LIGHT
REAR POSITION LIGHT
INDICATOR
FOG LIGHT

6 x 0,75 + 1 x 1,00 m
m

2

5 x 0,50 mm2 5 x 0,50 mm2
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TYP-IXA- 12V

7 x 0,75 + 1 x 1,00 m
m

2

www.fristom.com

Vehicle lighting manufacturer

FT-350 LED

Power consumption:
- rear position light: 12V/24V = 0.14A/0.07A	
- STOP light: 12V/24V = 0.22A/0.11A		
- indicator: 12V/24V = 0.16A/0.08A		

Power consumption / Rated power:
- rear position light: 12V/24V = 1.7W/1.7W	
- STOP light: 12V/24V = 2.6W/2.6W		
- indicator: 12V/24V = 2W/2W		

3-functional LED rear lamp

• Vertical / horizontal 
   approval 
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TYP-IXC- 12V WTY 7 PIN WTY 7 PIN

7 x 0,75 + 1 x 1,00 m
m

2

6 x 0,75 + 1 x 1,00 m
m

2
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WTY 13 PIN WTY 13 PIN
www.fristom.com

Vehicle lighting manufacturer

7 x 0,75 + 1 x 1,00 m
m

2
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L1

L2

L3

L4

1

2

3

4

5

2x0,75 m
m

2

4x0,5 m
m

2

5x0,5 m
m

2

2x0,75 m
m

2

L4L3

1

5 5

1

1

2

3

4 4

3

2

1

L1 L2

CONFIGURE 
YOUR OWN KIT

NOTES
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