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ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-366 LED
5907556038165 LED work lamp, oval, wide luminous flux, 6200 lm, cable 1.5 m. 1 0,82 30 59x39x29 24,60 600 120x80x165 492

FT-366 DS LED
5907556038172

LED work lamp, oval, wide luminous flux, 6200 lm 
 with a Deutsch Stecker socket. 1 0,84 30 59x39x29 25,20 600 120x80x165 504

FT-367 LED
5907556038189 LED work lamp, oval, focused light beam, 6100 lm, cable 1.5 m. 1 0,82 30 59x39x29 24,60 600 120x80x165 492

FT-367 DS LED
5907556038196

LED work lamp, oval, focused light beam, 6100 lm  
with a Deutsch Stecker socket. 1 0,84 30 59x39x29 25,20 600 120x80x165 504

Lampa robocza LED FT-366/367 LED

FT-366 LED

FT-367 LED
6200 LM6200 LM

6100 LM6100 LM

A new series of universal work lamps.

FT-366 LED – beam angle 60° 
Enables intense illumination 
of a short-range working area. 

FT-367 LED – beam angle 10°
A narrow beam of light allows 
for precise illumination of distant areas.

Operating voltage range from 12V up to 32V DC 
Current consumption: 12V/24V = 4.4A/2.2A 
Rated Power: 53W 
Light color temperature approx. 5700K
Lamp luminous flux (FT-366 LED) min. 6 200 lm
Lamp luminous flux (FT-367 LED) min. 6 100 lm
Electromagnetic compatibility certificate – EMC
The lamp is completely waterproo IP69
Shock and vibration resistant
Lamp Optimal lamp operating temperature: –40°C to +35°C
Reverse polarity protection system
GROUND – white wire; PLUS – black wire

FT-366 LED

FT-367LED

FT-366 LED 
FT-367 LED

60°

10°

LED work lamps



LED work lampsLED work lamps4 5

ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-364 LED 
5907556030091

Universal LED work lamps, round, wide luminous flux,  
2500 lm, joint holder, cable 1,5m. 1 0,45 56 59x39x29 26,5 1120 120x80x165 530

FT-364 DS LED 
5907556030107

Universal LED work lamps, round, wide luminous flux,  
2500 lm, joint holder, DEUTSCH STECKER socket built-in 1 0,41 56 59x39x29 24 1120 120x80x165 480

FT-364 LED 
MAG M30 

5907556030114

Universal LED work lamps, round, wide luminous flux,  
2500 lm, magnetic pad, spiral cable with  

a maximum length of 3m.
1 1,05 22 59x39x29 24,10 440 120x80x165 482

FT-364 LED 
MAG M78 

5907556030121

Universal LED work lamps, round, wide luminous flux,  
2500 lm, magnetic pad, spiral cable with  

a maximum length of 7,8m.
1 1,25 22 59x39x29 28,5 1120 120x80x165 570

FT-365 LED 
5907556030138

Universal LED work lamps, round, focused light beam,  
2500 lm, joint holder, cable 1,5m. 1 0,45 56 59x39x29 26,5 1120 120x80x165 530

FT-365 DS LED 
5907556030145

Universal LED work lamps, round, focused light beam,  
2500 lm, joint holder,  

DEUTSCH STECKER socket built-in.
1 0,41 56 59x39x29 24 1120 120x80x165 480

FT-365 LED 
MAG M30 

5907556030152

Universal LED work lamps, round, focused light beam,  
2500 lm, magnetic pad, spiral cable with  

a maximum length of 3m.
1 1,05 22 59x39x29 24,10 440 120x80x165 482

FT-365 LED 
MAG M78 

5907556030169

Universal LED work lamps, round, focused light beam,  
2500 lm, magnetic pad, spiral cable with  

a maximum length of 7,8m
1 1,25 22 59x39x29 28,5 1120 120x80x165 570

Lampa robocza LED FT-364/365 LED

A new series of universal work lamps.

FT-364 LED – beam angle 60° 
Enables intense illumination of a short-range 
working area. 

FT-365 LED – beam angle 10°
A narrow beam of light allows for precise illumi-
nation of distant areas.

Operating voltage range from 12V up to 32V DC 
Current consumption: 12V/24V = 1.8A/0.9A 
Rated Power: 22W 
Light color temperature approx. 5700K
Lamp luminous flux after 5 minutes 2500 lm 
(minimum flux 2200 lm)
Electromagnetic compatibility certificate – EMC
The lamp is completely waterproo IP69
Shock and vibration resistant
Lamp Optimal lamp operating temperature: 
–40°C to +35°C

FT-364 LED
FT-365 LED
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This series of work lamps is available in several product 
versions depending on the selected installation method:
– with a 1.5 m cable.
– on a magnetic holder with a lighter plug, cable length 
max. 3 m or 7.8 m.
– with Deutch Stecker socket

LED work lamps
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The completely new generation of powerful and durable work lighting in the FRISTOM offer. 
It was created using the latest technology and high-quality materials.
New models of work lamps – FT-364 LED SLIM and FT-365 LED SLIM – enable lighting 
of the near and far work area.
FT-364 LED SLIM – a wide beam of light 
               enables intense illumination of the close working area
FT-365 LED SLIM – a narrow beam of light 
               allows for accurate illumination of distant areas
This series of work lamps is available with a 1.5 m cable.
Operating voltage range from 12V up to 32V DC DC
Current consumption: 12V/24V = 1A/0.5A
Rated Power: 12 W
The lamps emit bright light with a power of 1600 lumens generated 
by 6 high-quality diodes!
The color temperature of the light is approximately 5700 K – it is comparable
to the temperature of daylight.
The lamp is completely waterproo IP69
Shock and vibration resistant
Lamp Optimal lamp operating temperature: –40°C to +35°C
Moreover, they are resistant to all unfavorable weather conditions – rainfall, snow or hail, 
as well as mud, dust, sand and high temperature.
They have the necessary approvals and an electromagnetic compatibility certificate – EMC.

ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-364 LED SLIM
5907556039858 LED work lamp, round, wide luminous flux, 1600 lm, cable 1.5 m. 1 0,344 54 59x39x29 19,60 1080 120x80x165 392

FT-365 LED SLIM
5907556039865 LED work lamp, round, focused light beam, 1600 lm, cable 1.5 m. 1 0,344 54 59x39x29 19,60 1080 120x80x165 392
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ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-362 LED 
5907556031296

Universal LED work lamps, round, wide luminous flux,  
1200 lm, joint holder, cable 1,5m. 1 0,340 70 59x39x29 25 1400 120x80x165 500

FT-362 DS LED 
5907556031302

Universal LED work lamps, round, wide luminous flux,  
1200 lm, joint holder, DEUTSCH STECKER socket built-in 1 0,280 70 59x39x29 21 1400 120x80x165 420

FT-363 LED 
5907556031319

Universal LED work lamps, round, focused light beam,  
1200 lm, joint holder, cable 1,5m. 1 0,340 70 59x39x29 25 1400 120x80x165 500

FT-363 DS LED 
5907556031326

Universal LED work lamps, round, focused light beam,  
1200 lm, joint holder, DEUTSCH STECKER socket built-in. 1 0,280 70 59x39x29 21 1400 120x80x165 420

FT-362/363 LED LED work lamps

A new series of universal work lamps.

FT-362 LED – beam angle 60° 
Enables intense illumination of a short-range working area. 

FT-363 LED – beam angle 10°
A narrow beam of light allows for precise illumination of distant areas.

Operating voltage range from 12V up to 32V DC 
Current consumption: 12V/24V = 0.9A/0.45A 
Rated Power: 21W 
Light color temperature approx. 5700K
Lamp luminous flux after 5 minutes 1200 lm (minimum flux 1100 lm)
Electromagnetic compatibility certificate – EMC
The lamp is completely waterproo IP69
Shock and vibration resistant
Lamp Optimal lamp operating temperature: –40°C to +35°C

FT-362 LED

FT-363 LED
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ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-362 LED SLIM
5907556041998

Universal LED work lamps, round, wide luminous flux,  
680 lm, joint holder, cable 1,5m. 1 59x39x29 120x80x165

FT-363 LED SLIM
5907556042001

Universal LED work lamps, round, focused light beam,  
680 lm, joint holder, cable 1,5m. 1 59x39x29 120x80x165

A new series of universal work lamps.

FT-362 LED SLIM – beam angle 60° 
Enables intense illumination of a short-range working area. 

FT-363 LED SLIM – beam angle 10°
A narrow beam of light allows for precise illumination of distant areas.

Operating voltage range from 12V up to 30V DC 
Current consumption: 12V/24V = 0.6A/0.3A 
Rated Power: 7W 
Light color temperature approx. 5700K
Effective (measured) light beam – min. 680 lm
Electromagnetic compatibility certificate – EMC
The lamp is completely waterproo IP69
Shock and vibration resistant
Lamp Optimal lamp operating temperature: –40°C to +35°C
Reverse polarity protection system
Fixed polarisation: GROUND – white wire; (+) – black wire

Lampa robocza LED FT-362/363 LED SLIMLED work lamps

60°
10°

680 LM680 LM

FT-362 LED SLIM

FT-363 LED SLIM
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ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-360 LED 
5907556015876

Universal LED work lamps, wide luminous flux, 4100 lm,  
black aluminium housing, red frame, joint holder, cable 1,5m. 1 0,824 50 59x39x29 41,90 1000 120x80x165 863,00

FT-360 DS LED 
5907556016408

Universal LED work lamps, wide luminous flux, 4100 lm,  
black aluminium housing, red frame, joint holder,  

DEUTSCH STECKER SOCKET built-in.
1 0,824 50 59x39x29 41,90 1000 120x80x165 863,00

FT-360 LED 
MAG M30 KN 

5907556016538

Universal LED work lamps, wide luminous flux, 4100 lm, 
magnetic joint holder, black aluminium housing, red frame,  

joint holder, The lamp is additionally equipped with  
a 3m long spiral lead (in spiral 0.6 m).

1 1,360 22 59x39x29 29,92 440 120x80x165 623,40

FT-360 LED 
MAG M78 KN 

5907556016545

Universal LED work lamps, wide luminous flux, 4100 lm, 
magnetic joint holder, black aluminium housing, red frame,  

joint holder, The lamp is additionally equipped with  
a 7,8m long spiral lead.

1 1,560 22 59x39x29 34,32 440 120x80x165 711,40

FT-361 LED 
5907556015913

Universal LED work lamps, focused light beam, 4100 lm,  
black aluminium housing, red frame, joint holder, cable 1,5m. 1 0,824 50 59x39x29 41,90 1000 120x80x165 863,00

FT-361 DS LED 
5907556015920

Universal LED work lamps, focused light beam, 4100 lm,  
black aluminium housing, red frame, joint holder,  

DEUTSCH STECKER SOCKET built-in.
1 0,824 50 59x39x29 41,90 1000 120x80x165 863,00

FT-361 LED 
MAG M30 KN 

5907556016552

Universal LED work lamps, focused light beam, 4100 lm, 
magnetic joint holder, black aluminium housing, red frame.  

The lamp is additionally equipped with a 3m long spiral lead.
1 1,360 22 59x39x29 29,92 440 120x80x165 623,40

FT-361 LED 
MAG M78 KN 

5907556016569

Universal LED work lamps, focused light beam, 4100 lm, 
magnetic joint holder, black aluminium housing, red frame.  

The lamp is additionally equipped with a 7,8m long spiral lead.
1 1,560 22 59x39x29 34,32 440 120x80x165 711,40

FT-360/361 LED LED work lamps

4100 LM4100 LM

FT-360 LED

60°

The new series of FRISTOM universal LED work lamps FT-360 LED and FT-361 LED is 
equipped with highly efficient LED diodes. Installed in an aluminum housing in order 
to create optimal working conditions that guarantee high and constant parameters 
of brightness, reliability and long-term durability of the product. These lamps have 
already found a very wide application in land and water transport, agriculture and 
construction. The housing and other lamp parts are made of top quality materials and 
electronic companents highly resistant to both high and low temperatures, mechanical 
damages and vibrations. The small dimensions of the lamp allow it to be mounted 
even in the most inaccessible locations.

FT-360 LED – wide lighting beam (illumination of close working area).
FT-361 LED – focused beam of light (illumination of the far working field).

Technical specification:
- Wide operating voltage range of 12–36V DC
- Power consumption: 12V/24V/36V = 3.2A/1.6A/1.1A
- Rated power: 38 W
- Light color temperature about 5700K (natural color, optimal to human eyes)
- Theoretical light beam 4100 lm (Effective light beam 3500 lm)
- Electromagnetic Compatibility Certificate – EMC
- Optimum work temperature: –40°C to +35°C
- Ground – white wire; PLUS – black wire

WARNING !
The housing of the FT-360 LED and FT-361 LED lamps also functions as a thermal 
radiator and can therefore heat up significantly!

FT-361 LED

FT-360 LED 
FT-361 LED

10°
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ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-036 LED
ALU 2800

5907556008540

Universal LED work lamps, 9 diodes, min. 2800 lm,  
black aluminium housing, joint holder. 1 0,78 50 59x39x29 39,00 1000 120x80x165 805,00

FT-036 LED
ALU 2800
MAG M30

5907556008564

Universal LED work lamps, 9 diodes, min. 2800 lm, black 
aluminium housing, magnetic pad, joint holder.  

The lamp is additionally equipped with a 3 m long spiral cable 
(0.6 m in spiral) with a standard 12/24V cigarette lighter plug.

1 1,35 22 59x39x29 29,70 440 120x80x165 619,00

FT-036 LED
ALU 2800
MAG M78

5907556008571

Universal LED work lamps, 9 diodes, min. 2800 lm,  
black aluminium housing, magnetic pad, joint holder.  

The lamp is additionally equipped with a 7.8 m long spiral cable  
(1.2 m in spiral) with a standard 12/24V cigarette lighter plug.

1 1,55 22 59x39x29 34,10 440 120x80x165 707,00

FT-036 DS LED
ALU 2800

5907556008786

Universal LED work lamps, min 2800 lm, 9 diodes, joint holder, 
black frame. The lamp is additionally equiped  

with DEUTSCH STECKER SOCKET built-in.
1 0,78 50 59x39x29 39,00 1000 120x80x165 805,00

FT-036 LED ALU 2800LED work lamps

The new series of universal LED work lamps FT-036 LED ALU 2800 is equipped 
with higly efficient LED’s and an alluminium housing that brings outstanding 
lighting parameters. Fristom work lamps are widely used both in road and water 
transportation, agriculture, construction and water sports. They are characterised 
by relatively low power consumption. Rated power of FT-036 LED ALU 2800 lamps 
fluctuate around 34W! Small overall dimensions make possible to mount the lamps 
in the most inaccessible locations. The housing and other lamp parts are made of 
top quality materials and electronic components highly resistant to both high and 
low temperatures, mechanical damages and vibrations.

Technical specification:
- universal suply voltage – from 12V up to 36V DC
- power consumption: 12V/24V/36V = 2.8A/1.4A/0.95A
- rated power: 34W
- color temperature: around 6.000K (Kelvin)
- effective (measured) light beam – min. 2.800 lm
- lamp with an aluminium housing, 9 LED’s
- ElectroMagnetic Compatibility – EMC certificate
- full waterproofness (IP68)
- shock-resistance – IK
- operating temperature: –40°C to +35°C
- reverse polarity protection system
- fixed polarisation: GROUND – white wire; (+) – black wire

WARNING!
The aluminium housing of FT-036 LED ALU 2800 work lamps also performs  
the function of the heat sink and may become very hot!

2800 LM2800 LM

magnetic pad

0.6 m (3 m) / 1.2 m (7.8 m)

standard 12/24 V plug
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ADR

FT-036 LED LED work lamps

ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-036 LED
5907556005617

Uniwersalna lampa robocza LED 1800 Lm, 9 diodowa,
na uchwycie przegubowym, czarny kolor obudowy.  

Lampa posiada certyfikat ADR.
1 0,56 50 59x39x29 28,00 1000 120x80x165 585,00

FT-036 LED
MAG M30

5907556005693

Uniwersalna lampa robocza LED 1800 Lm, 9 diodowa, na uchwycie
magnetycznym z przegubem, czarny kolor obudowy. Dodatkowo lampa
wyposażona jest w kabel spiralny o długości w rozwinięciu 3 m (w spirali
0,6 m) zakończony standardową wtyczką gniazda zapalniczki 12 / 24V.

1 1,10 22 59x39x29 24,20 440 120x80x165 509,00

FT-036 LED
MAG M78

5907556005709

Uniwersalna lampa robocza LED 1800 Lm 9 diodowa, na uchwycie
magnetycznym z przegubem, czarny kolor obudowy. Dodatkowo lampa 

wyposażona jest w kabel spiralny o długości w rozwinięciu 7,8 m (w spirali 
1,2 m) zakończony standardową wtyczką gniazda zapalniczki 12 / 24V.

1 1,30 22 59x39x29 28,60 440 120x80x165 597,00

FT-036 DS LED
5907556007963

Uniwersalna lampa robocza LED 1800 Lm, 9 diodowa,
na uchwycie przegubowym, czarny kolor obudowy

z wbudowanym gniazdem typu Deutsch Stecker.
1 0,56 50 59x39x29 28,00 1000 120x80x165 585,00

Series of universal LED work lamps FT-036 is equipped with highly efficient 
LED diodes. That process allowed us to obtain high light paramtres, about 
1800 lm for rated power consumption 13.5W. Those lamps are widely 
used in both road and water transportation, agriculture, construction and in 
every sphere where severe atmospheric conditions occur including high hu-
midity. The body is made of shock proof material and along with the lamp-
shade made of polycarbonate (PC) form an extremely solid and resistant to 
mechanical damage, moisture and shock product that is confirmed with the 
relevant certificate. The small size allows the lamp to be placed in even the 
most inaccessible places.

Technical specification: 
- universal supply votlage – from 12V up to 36V DC
- power consumption: 12V/24V/36V = 1.1A/0.55A/0.4A
- rated power: 13.5W
- color temperature: around 6.000K (Kelvin)
- effective (measured) light beam – 1.800 lm
 (the minimum value is 1600 lm, after 60 minutes of continuous use) 
- ElectroMagnetic Compatibility – EMC certificate
- full waterproofness (IP68)
- shock-resistance – IK
- operating temperature: –40°C to +35°C
- reverse polarity protection system
- fixed polarisation: GROUND - white wire; (+) - black wire

Expansion of the FT-036 LED lamp functionality. 
This lamp has ADDITIONALLY received REVERSE 
light approval. 
It meets the reverse light homologation 
requirements, provided that it is installed 
at an angle of 55°. 
This approval applies to two models: 
the FT-036 LED 
and the FT-036 LED SLIM versions.
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FT-036 LED with reverse light function

0.6m(3m)/ 
1.2m(7.8m)

magnetic pad standard 12/24 V plug

1800 LM1800 LM

ADR



LED work lampsLED work lamps18 19

vertical axis
of reference

center of reference

horizontal axis
of reference forward

driving
direction

TOP

8
9

.0

9 9

4
2

.0

Front view
Scale:  1:1

5 5

1 0 1 . 1
1 1 3 . 4

3 6 . 5

2
2

.0

Left view
Scale:  1:1

M8

H

V

H

V

FT-036 LED with reverse light function

Expansion of the FT-036 LED SLIM lamp functionality. 
This lamp has ADDITIONALLY received REVERSE light 
approval. 
It meets the reverse light homologation requirements, 
provided that it is installed at an angle of 55°. 
This approval applies to two models: 
the FT-036 LED SLIM and the FT-036 LED versions.

ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-036 LED SLIM
5907556039872

Universal LED work lamps, 12-36V, 1400 lm, joint holder, 
cable 1,5m. 1 0,364 50 59x39x29 19,10 1000 120x80x165 382

The new series of ultra-slim work lamps combines 
high performance, modern design, and compact dimensions. It is the ideal 
solution for use in areas with limited space. Perfectly suited for trucks, 
construction, agricultural, 
and specialized machinery. High luminous output 
– approx. 1400 lumens – ensures excellent visibility 
even in the toughest conditions. The robust design provides high resistance 
to weather conditions and intensive use.
The lamp offers two functions: universal work 
area lighting, reversing light when mounted 
at a 55° angle.

1400 LM1400 LM

FT-036 LED SLIM LED work lamps

Technical specification: 
• universal supply votlage – from 12V up to 36V DC
• power consumption: 12V/24V = 1,1A/0,55A
• rated power: 13 W
• color temperature: around 5.700K (Kelvin)
• effective (measured) light beam 1 400 lm
• 9 LED’s
• ElectroMagnetic Compatibility – EMC certificate
• Fully waterproof lamp
•  Shock and vibration resistant lamp
• operating temperature: –40C to+35C
• reverse polarity protection system
•  fixed polarisation: GROUND - white wire; (+) - black wire
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FT-063 LEDLED work lamps

ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-063 LED 
5907556010192

Universal LED work lamps 650 lm, 
 joint holder, black colour casing. 1 0,42 50 59x39x29 21,00 1000 120x80x165 445,00

FT-063 LED 
MAG M30 

5907556010222

Universal LED work lamps 650 lm, 9 diods, magnetic joint holder,  
black colour casing. The lamp is additionally equipped  

with a 3 m long spiral lead (in spiral 0.6 m) with a standard 12/24 
V cigarette lighter socket plug.

1 0,96 22 59x39x29 22,96 440 120x80x165 447,40

FT-063 LED 
MAG M78 

5907556010239

Universal LED work lamps 650 lm, 9 diods, magnetic joint bracket,  
black colour casing. The lamp is additionally equipped  

with a 7.8 m long spiral lead (in spiral 1.2 m) with a standard 
12/24 V cigarette lighter socket plug.

1 1,16 22 59x39x29 25,52 440 120x80x165 535,40

1-functional LED lamp - universal work field illumination 
ElectroMagnetic Compatibility (EMC) homologation
Shock-resistance – PC lampshade
Optional polarity connection 

Lamp functions:
- universal work field illumination 

Lamp parameters: 
- universal supply voltage – from 12V up to 36V DC
- operating temperature: –40°C to +55°C
- effective (measured) light beam – 650 lm
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption: 
- 12V/24V = 0.5A/0.25A

Power consumption (rated power):
- 12V/24V = 6W/6W

650 LM650 LM

magnetic pad

0.6m(3m)/ 
1.2m(7.8m)

standard 12/24 V plug
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ID/EAN Photo Description Unit pack Multipack / carton Multipack / pallet

qty. kg qty. cm kg qty. cm kg

FT-064 LED 
5907556010208

Universal LED work lamps 650 lm with reversing light function 
(350 lm), joint holder, black colour casing. 1 0,40 50 59x39x29 20,00 1000 120x80x165 425,00

FT-064 LED LED work lamps

650 LM650 LM

380 LM380 LM
with reversing light function

2-functional LED lamp – low power consumption
European E9 homologation – reversing light function 
ElectroMagnetic Compatibility – EMC certificate
Shock-resistance – PC lampshade
Polarity connection is not optional 

Lamp functions: 
- reversing light – red wire loom 
- universal work field illumination – black wire loom 
- ground – white wire loom 

Lamp parameters: 
- universal supply voltage – from 12V up to 36V DC
- operating temperature: –40°C to +55°C
- effective (measured) light beam – 380 lm (reversing light) 
- effective (measured) light beam – 650 lm (work field)
- lamp is resistant to any weather conditions
- lamp is fully airtight 

Power consumption: 
- reversing light/work light: 12V/24V = 0.5A/0.25A

Power consumption (rated power):
- reversing light/work light: 12V/24V = 6W/6W

reversing light
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unidad de certificación 
DEL AUTOMÓVIL

IABL ILE IR T Y&  PY OTI LL SA KU AQ

ISO 9001

Your lamp supplier for:

• trucks

• agricultural machines

• semi-trailers and trailers

• construction machines

VEHICLE LIGHTING MANUFACTURER



