Beacon (1 program, clear lens, 3 bolt
// ~ mount, round cable 3m) 868.10SYNC /

‘ 868.10SYNC ADR 86810SYNC

ALFA TRUCK Artikkel: 86810SYNC

lighting the way to the future

Hind paringul

WAS

Kirjeldus

Beacon (1 program, clear lens, 3 bolt mount, round cable 3m) 868.10SYNC / 868.10SYNC ADR 86810SYNC. Tehnilised
andmed: kaabel / juhtmed — 150cm YLY-S 5x0,5mm?, valgusallikas — LED, paigalduspool — Universaalne, td6pinge —
12V-24V, kaitseaste — IP66, tuubikinnitus — ECE. Funktsioonid: hoiatustuli, punane klaas, labipaistev klaas, magnet, p
ainduv toru, spiraalkaabel, standardkaabel, pistik. Pakendis: 8 tk.

Tehnilised andmed

kaabel / juhtmed 150cm YLY-S 5x0,5mm?
valgusallikas LED
paigalduspool Universaalne
toopinge 12V-24V
hoiatustuli jah

punane klaas jah
labipaistev klaas jah

magnet jah

painduv toru jah
spiraalkaabel jah
standardkaabel jah

pistik jah

Alfamarket OU - https://alfatruck.ee/et/product/beacon-1-program-clear-lens-3-bolt-mount-round-cable-3m-868-10sync-868-10sync-ad



tk karbis 8

Kaitseaste IP66

Tuubikinnitus ECE
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